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proprietor:

project name

Durkeesox (Shanghai) air dispersion system Co.,Ltd

http://www.durkeesox.com

430074Zip£º

 
87530686-027Fax£º

87530626               -027Tel£º

Address:#1 Zisong Industry Park, East Lake District, Wuhan Hubei    

METAL DUCT

? 34.8 12
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Installation of expansion hook

Measure and mark Locate by drawing a line

Make hanging point and install  

Project total quantity
                                                

Project total quantity
         

Duct ID
Number

Suspension 
     Rows

Track Fastening End blockEyebolt Square nut Rubber jacket

Duct ID 
Number

Suspension 
     Rows

Track Fastening End Block Rubber jacket
   

Dia L 

1/16" CableDia L 
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Mount rubber jacket Mount rubber jacket Cover inner layer of the 
inlet 
Cover inner layer of the 
inlet 

Tighten the bandTighten the band

Adjust zip direction Adjust zip direction Rivet and fix Rivet and fix Connect the outer layerConnect the outer layer

Take out the corresponding
duct code 
Take out the corresponding
duct code Connect inletConnect inletConnect ducts Connect ducts Hang duct from the endHang duct from the end

Fix track along the lineFix track along the line Mount fasteningMount fastening Connect trackConnect track

Connection of track and 
suspender 
Connection of track and 
suspender 

Track connectionTrack connection

Track straighteningTrack straightening   Suspender adjustment  Suspender adjustment

Straighten duct, mount 
end cap and fix
Straighten duct, mount 
end cap and fix
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Insert the slide block/bar into
end 
Insert the slide block/bar into
end 

Fix the slide block/bar in end  
with screws
Fix the slide block/bar in end  
with screws That's all for mounting of end That's all for mounting of end 

CheckCheck

Take out duct with 
corresponding segment code 
Take out duct with 
corresponding segment code 

Hanging ductHanging duct Straighten duct Straighten duct 

Straighten the duct from inletStraighten the duct from inlet

Connect the zip to the outer 
layer
Connect the zip to the outer 
layer

Fix the inner  layer of inletFix the inner  layer of inlet Adjust the direction of inlet 
zip
Adjust the direction of inlet 
zip

Hang the ducts in order from 
the end
Hang the ducts in order from 
the end

Preparation before running Preparation before running 

Release the zip at the inlet and 
start the equipment for ventilation 
to blow away the dirt existing in 
the original air-conditioning system

Release the zip at the inlet and 
start the equipment for ventilation 
to blow away the dirt existing in 
the original air-conditioning system

Connect ventilation Connect ventilation 

Stop the equipment and close 
the zip between the inlet and 
DurkeeSox duct.

Stop the equipment and close 
the zip between the inlet and 
DurkeeSox duct.

Start the equipment with 
different revs and increase the 
pressure gradually to avoid 
damage to the end.

Start the equipment with 
different revs and increase the 
pressure gradually to avoid 
damage to the end.

Appearance adjustmentAppearance adjustment Conponent adjustmentConponent adjustment

Start the machineStart the machine

Measure air pressure at the 
front end of PAD
Measure air pressure at the 
front end of PAD

Adjust PAD according to the 
pressure difference.
Adjust PAD according to the 
pressure difference.

Measure air pressure at the 
back end of PAD
Measure air pressure at the 
back end of PAD
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